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How to apply the [Z] Deco‐tec® 5421 

VARNISH 2 EN 1 

Important! 

‐‐  Do not paint in direct sun stress to avoid too quick drying and poor surfact. 
‐  Do not paint on rainy or cold days below 15oC to get the proper drying 
‐  Use clean tools and brushes. 
‐ always make sure that the wood suface is very clean and without loose particels before each appication. 

 

Tools and products 

 

 
 
 
 

Can be sprayed up to a wet-film thickness of 200 µm*, recommended wet film thickness approximately 150 µm à 175 µm. 
Please observe ZOBEL steps of coating 
 
‐[Z] DecoTec® 5421 VVarnish 2 en 1 intermediate and top coat.. 
‐Piece of wood to mix. 
‐Brush or roll. 
‐To achieve a smooth result an intermediate scuffing with grinding sponge (grain 180) or sanding paper (grain 
180 à 240) after the first coati s recommended. 

 

Preparation 

‐Make sure that the wood surface is very clean and without loose particels before each application. Do a little 
sanding if it is necessary and clean the wood substrate after. 
 

‐Stir the [Z] DecoTec® 5421 well with the wooden strik before use. Avoid pressurized air supply and do an 
application test on the wood substrate with a sprayer, a brush or a roll to validate the color. 
‐Let dry. 
‐We recommend to do a little intermediate sanding with a grinding sponge or sanding paper that have a grit of  
180 to 240. 

  

Spraying process Nozzle 
mm 

Pressure 
bar 

Atomiser 
bar 

Airmix 0,23 – 0,33 50 – 100 0 – 3,5

Low pressure Air Spraying 1,8 – 2,7 2,5 – 3,5 ./.
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First coat 

‐After prepared the wood surface, apply the first coat of the [Z] DecoTec® 5421 by using a spraying process, a 
brush or a roll. 

 

Intermediate drying 

‐For an optimized result, we recommend to let dry after you applied the first coat. 

 
Second coat 

‐As soon as the substate is dried, apply the second coat of [Z] DecoTec® 5421 and let dry. 
 

 

 

 

Optionnal and if it is necessary, apply a third coat of [Z] DecoTec® 5421. 
 
 
Important: Always make sure that the wood surface is very clean and without loose particels before each 
application. 

 

 


