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How to apply the  [Z] Deco‐tec® 5425 

Important! 

‐Do not apply in direct sun stress or at a temperature over 30o C to avoid a too quick drying and a poor 
surface. 
‐Do not apply on rainy or cold days below 15o C to get the proper drying. 
‐Use clean tools and brushes. 

 

Tools 

‐A polyester brush for water‐based varnish 
‐Wooden stick to stir. 

 

Preparation 

‐Clean the wood and make sure to remove all loose particels and dust. 
In the case that the surface is too smooth, do a sanding with a 120 grit paper followed with a water cleaning 
and let dry. This step will open the wood pore and will assure a better product penetration. See picture. 

‐Well stir the [Z] DecoTec® 5425 with a wooden stick before using. 

 
First coat 

‐Apply the [Z] DecoTec® 5425 on the previous prepared wood surface with a brush. 
 

Intermediate drying 

‐To obtain an optimized result, we recommend to let dry the first coat. The drying time will vary according to 
different facts. However, in good condition, the drying time will be very quick. 

 
Second coat 

‐As soon as the first coat is dried when you touch it, apply the second coat of [Z] DecoTec® 5425 and let dry. 
 

Optionnal and if necessary, you can apply a third coat of [Z] DecoTec® 5425. 
 
Always make sure that the wood surface is very clean and without any loose particels and dust before each 
application. 
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