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HOW TO APPLY THE [Z] ZOWOHOME® RANGE OF PRODUCT 
HIGH QUALITY VARNISH FOR WOODEN SURFACES, INTERIOR USING 

 

Important! 

‐To apply on a substrate, material and ambient temperature of 20oC with a relative air humidity of 
approximately 50%. 
‐Do not apply under a temperature of 15°C or more of 30oC. 
‐Use clean tools. 
‐ Always make sure that the wooden surface is very cleaned and do not have loose particels before each 
application. 

 

Tools and products 

 

 
 
 
 
 
 

Can be sprayed up to a wet film thickness of 150 µm*, recommended wet film thickness of 125 µm.  

 
‐[Z] ZowoHome® 8400 Varnish. 
‐Wooden stick to mix. 
‐Brush or roll 
‐Sanding sponge (grain 180) or sanding paper (grain 180 à 240) according to the surface quality result you 
would like to look for. 

 

Preparation 

‐The wooden substrate must be completely dried, cleaned, solid and devoid of separator substance. Do a 
sanding if it is necessary and clean well after. 
 

‐Well mix the [Z] ZowoHome® 8400 product with a wooden stick, avoid air supply and do an application test on 
the substrate with a brush, a roll or a spraying tool to validate the color.  
‐Let dry. 
‐We recommend to do an intermediate sanding with a sanding sponge or a sanding paper with a grit of 180 to 
240. 

  

Spraying process Nozzle 
mm 

Pressure 
bars 

  Atomiser 
bars 

Airless air-assisted / Airmix 0,18 – 0,23 50 – 100 0 – 2,5

Low pressure Air spraying 1,3 – 2,0 2,0 – 3,5 ./. 
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First coating 

‐ On the wooden surface previously prepared, apply the [Z] ZowoHome® 8400 product by using a brush, a roll or 
a spraying tool. 

 

Intermediate drying 

‐To obtain the best result, it is recommended to let dry the surface after the first coating. The drying time will 
vary according to the quantity applied and the ambient conditions. Always assure an air conditioning and a 
sufficient ventilation. The surface can be worked after approximately 4 hours for a thickness wet‐film of 125 µm. 

 
Second coating 

‐As soon as the first coating is dried, apply the second coating of [Z] ZowoHome® 8400. 
  *Always make sure that the wooden surface is very cleaned and devoid of loose particels before each 
application. 

 

Final drying 

‐Let dry. Stacking is possible after a drying over the night. 

 

 

Important: Always make sure that the wooden surface is very cleaned and devoid of loose particels before 
each application. 

 

Special note for colors: originally the [Z] ZowoHome® 8400 product is translucent (colorless). The colouring is 
possible with the Zobel color pigment only. The colouring will be reach by the combination between the primer 
(first coating), the intermediate coating and the top coat. The colouring can be influenced by the wood type, its 
quality, its humidity and treating condition. 
Examples:   For a translucent finish, apply 2 coat of ZowoHome 8400. 
  For a tinted finish, apply 1 tinted coat of ZowoHome 8400 and 1 completely translucent coat of 

ZowoHome 8400. 
  For a semi‐translucent finish, apply 1 coat of a tinted stain as the Deco‐Tec 5425 and apply 2 coat 

of translucent ZowoHome 8400. 
 

These covering cycles are given as examples. Always follow the instructions of the respective product's 
technical data sheet. 
 
 


